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CP7762
Ultra Compact ¾" Impact Wrench

a	Ultra compact
a	Lightweight
a	Powerful 
 1050 ft.lbs / 1420 Nm

The First Real 
¾" Stubby 
Impact Wrench

http://qr.cp.com/CP7762


Model Part number Impact 
Mech.

Square 
Drive

Free 
Speed

Working
Torque Max Torque Weight Air Cons. 

@ load
Sound
Level Vibration

inch RPM ft-Ibs. Nm ft-Ibs. Nm Ibs kg cfm l/s dBA m/s² (k)

CP7762 894 107 7620 Twin 
Hammer ¾ 4850 150 – 670 200 – 900 1050 1420 6.6 3.0 34.75 16.4 95 10.7 - (2.8)

Listed specifications are for reference only. Please check tool documentation.Hose int. 3/8" (10 mm) - @90 PSI (@6.3 Bar)
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DIMENSIONS
A B C

in. mm in. mm in. mm

6.2 158.7 7.88 200.2 3.3 84
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Check out the video  
on YouTube
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For more information, please contact your CP partner:

LIGHTWEIGHT
6.6 lbs. / 3.0 kg for less 
operator fatigue

POWERFUL
1050 ft.lbs / 1420 Nm 
in reverse for high 
productivity

HIGH COMFORT
■ Full teasing trigger 
■ Ergonomic P-handle

HIGH DURABILITY
■ Steel motor
■ Twin Hammer mechanism
■ Aluminum housing

CP7762 – ¾" Stubby Impact Wrench
ULTRA COMPACT

6.2 in / 158.7 mm length for restricted working areas

TUNE-UP KIT
Model Tune-up kit part number

CP7762 894 017 4868

EASY OPERATION 
■	S2S	"Side-to-side":	1	handed  
 Forward – Reverse operation
■	Ergonomic	power	setting	system: 
 1 handed-operation behind the trigger 
 - 2 positions in forward:  
 maximum and low torque 
 - in reverse the CP7762 always  
 provides the maximum torque 

STANDARD ¾" SOCKET SETS
Model Part # Type Pc Set content

SS618 894 016 4472 STANDARD - SET METRIC (mm) 8 26, 27, 29, 30, 32, 35, 36 & 38 mm

SS614 894 016 4474 STANDARD - SET SAE (in.) 13 ¾, 13/16, ⅞, 15/16, 1, 1-1/16, 1-⅛, 1-¼, 
1-1/16,1-⅜, 1-7/16, 1-½, & 1-⅝" 

http://qr.cp.com/CP7762video

